WIRES & CABLES
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PE |Insulated Aluminum Conductor Steel Reinforced

- Weather resistant polyethylene insulated concentric-lay stranded aluminum
conductors steel reinforced to be used on overhead primary or secondary distribution
line for the transmission of electrical energy.

- Rated 600 Volts AC at 75°C for continuous operation.

Reference Standard -- ASTM B232 -92 & IPCEA S-61-402

CODE SIZE ALUMINUM STEEL CABLE INSULATION TOTALWT. BREAKING DC Resistance
NAME COMPONENTS COMPONENT THICKNESS DIA aApprox. LOAD at 20°C
AWG /MCM  pc mm @ pc mmg@ mm mm@ Kg/Km Kg Q/Km

WALNUT 6/7 6 1.679 1.679 0.762 6.56 70 539 2160
BUTTERNUT 4/7 6 2118 2118 0.762 7.88 107 844 1.357
PIGNUT 2/7 6 2.672 2.672 1143 10.30 178 1291 0.853
ALMOND 1/0 6 3.371 3.371 1.524 1316 284 1984 0.536
PECAN 2/0 6 3785 3,785 1.524 14.39 350 2400 0428
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FILBERT 3/0 4.250 4250 1.524 15.79 432 2994 0.338
BUCKEYE 4/0 4.770 4770 1.524 17.36 535 3777 0.268
3364 2.89 2.25 1.524 21.34 780 6393 0170
795.0 3.08 3.08 2413 32.55 1740 12756 0.072
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