WIRES & CABLES

Sea?®
STEEL MESSENGER / GUY WIRE

- For messenger and guying purposes.
- Used for reinforcing and self-supporting various power and telecommunication cables.
- Class A Zinc-Coating for Superior Weather Protection.

- 100% Imported Galvanized Steel Wire.

- Standard Packing - 1,524 meters per reel.*

Reference Standard -- ASTM A475 - 03

NOMINAL NUMBER OF DIAMETER MIN. WEIGHT APPROX. WEIGHT MINIMUM BREAKING STRENGTH OF STRAND, 1bf [KN]

DIAMETER WIRESIN TOLERANCE  OF COATING OF STRAND COMMON SIEMENS HIGH EXTRA HIGH

STRAND  STRAND OF WIRE IN WIRE LB/1,000 FT GRADE MARTIN STRENGTH STRENGTH

IN. PC. X IN. (MM)@ MM@ OZ/FT2 [KG/KM] (Cq) GRADE GRADE (HS) GRADE (EHS)
[G/Mm2?]

0.080 (2.03) +0.080 0.60 [183] 121[180] 1,900 (8452) 3150 (14.012) 4,750 (21129) 6,650 (29.581)

0104 (2.64) + 0100 0.80 [244] 205 [305] 3,200 (14.234) 5,350(23.798) 8,000 (35.586) 11,200 (49.82)

0120 (3.05) + 0100 0.85 [259] 237 [407] 4,250 (18.905) 6,950 (30.915) 10,800 (48.04) 15,400 (68.503)

0145 (3.68) + 0130 0.90 [275] 399 [595] 5,700 (25.355) 9,350 (41.591) 14,500 (64.499) 20,800 (92.523)

0165 (419) + 0130 0.90 [275] 517 [770] 7400 (32.917) 12700 (53.823) 18,800 (83.627) 26,900 (199.657)

0188 (4.78 + 0130 1.00 [305] 671[1000] 9,600 (42.703) 15,700 (29.837) 24,500 (108.98) 35,000 (155.688)
( (

19 x 0125(318) + 0130 0.85[259 796 [1186] 11,000 (48.93) 18,100 (80.51) 28,100 (124.99) 40,200 (178.82)
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Email Address: sales@harrixwires. om . Website: wwaw.harfixwires:com .
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